
   

T10 LED 0.6m/1.2M/1.5M tube（Isolated driver） 
L60cm*W3.04cm T10, 9 watt, 3 years warranty,Life-span:50000 hours,20pcs/box,Packing size:650*225*185mm 
 

【Tech data】                                           

 
 
Part No：SSL-T10-60CM-9W/ 120CM-18W/ 150CM-22W   
                                                                 
LED： 3528 LED double chip 
 
Color temperacture：                                                                            

2700K-3300K（Warm white）                                                                   
6000K-6500K（Cool White）   
                                                                 

Working voltage：AC85-265V    
 
Diameter:  30.4mm      
                                                         
Power comsuption：9 Watt / 18Watt / 22 Watt   
                                                                      
Current：0.063A（AC：220V） 
 
PF(Power factor)：≥0.85 
 
Length：      600mm   1200mm  1500mm 
 
LED quantity： 72pcs    144 pcs   180pcs 
 
Life span：≥50000hours 
 
Lumen： 60cm 760~860lumen, 120cm 1500~1700lumen, 150cm 2000~2500lumen 
 
Working humidity：<95% 
Function temperacture：-30°C—55°C 
Material：aluminium alloy&Pc case 



   
IP ：IP20 
 

 
 
 
 

 

【Installation】 
1.  Open the T8/T10 fixutre 

 
2. Cut off the wires come out from ballast, get rig of starter 

 

3. Leading the power cord to AC AC85-265V 



   

 
4. Install led T8 into the fixture, and turn into right beam angle. 

 

 

 

【installation notices】   

  1）：Pls make sure to turn off power before installation,avoid accidental contact 

  2）：Pls make sure the starter be removed and output wires of ballast be cut off, if you install in conventiona

l flourescent Tube fixture   

  3）：Before you turn on the power, be sure all above well done 
  4) ：Pls do not open or setup LED T8/T10 by yourself . 
 
 
 
 
 
 
 
 
 
 
 
 



  

【Test report】: 

 
 
 



 

 
 
 
 


